


* Attach the crotch strap to the front crotch strap ring, route the belt between
the child's legs. Attach the 2 rear loops to the rear crotch strap rings by
opening the Velcro, feeding the webbing through the rings and securing
the Velcro closed.

If the child's hip size is smaller than the standard, it can be adjusted as 
shown in Figure C.
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https://www.nhtsa.gov/car-seats-and-booster-seats/car-seat-use-after-crash

Spot clean with mild soap and water Air Dry. Or machine wash (vest only) in laundry bag with gentle  
detergent. Air Dry. Go to ridesafer.net/FAQ for detail.

Always follow directions of TravelSmarter® Booster Seat and RideSafer® Travel Vest
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Aways use tether when using a lap belt only.
Aways use crotch belt.

shoulder attachment hooks

shoulder attachment hooks

Safe Traffic System.

80 to 110 lbs. (36.3 to 50 kg)

To Attach the Crotch Strap:
1. Open Velcro on all 3 ends. 
2. Thread the 2 rear straps through plastic 
ring      then ring      on the back of the vest,
then close Velcro.
3. Pass strap between child’s legs.
4. Attach to ring      on the front bottom flap.
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Belt

Guide

Shoulder belt positioner cover

Lap Belt Routing

Shoulder Belt Routing

1. Position child on vehicle seat with child’s bottom against vehicle seat back cushion.
2. Route vehicle lap belt guides on the bottom flap of the front panels as shown in steps 1 
     and 2. Snugly adjust the lap belt.
    - Lap belt MUST be low on hips and contacting thighs.
    - The lap belt should NOT be on the abdomen.
3. Open the shoulder belt positioner cover.
4. Snugly adjust shoulder belt and slide shoulder belt under the tabs of the shoulder
    belt guide, as shown in step 3.
    - Refer to the vehicle owner’s manual for instructions on use and adjustment of 
      the vehicle lap and shoulder belt.
5. Check position of the shoulder belt.
    - Shoudler belt should be in contact with the child’s chest.
    - Shouder belt should be centered on child’s shoulder.
    - Shoulder belt shoudl NOT be contacting the child’s neck, face or be off the
      shoulder on the arm.
    - To relocate the shoulder belt, slide the belt positioner up or down, then 
      retighten the shoulder belt to be snug.
    - Recheck the position of the shoulder belt. If the shoulder belt cannot be
      centered on the child’s shoulder, move the child to another seating location.
6. Close the shoulder belt positioner cover as shown in step 4. 
7. Attach the tether to the vest by placing the shoulder attachment hooks onto each 
    tether loop on the shoulders, then attach the tether to the tether anchor directly behind
    the child’s seating position.  
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This Restraint Is Not Certified For Use in Aircraft
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This child restraint system conforms to all applicable Federal Motor Vehicle Safety Standards.

RideSafer® Travel Vest can be used with TravelSmarter® Booster Seat to increase convenience. 
In order to use TravelSmarter® Booster Seat with RideSafer® Travel Vest, please follow the directions and 
warning included with TravelSmarter® Booster Seat. The weight range requirement defaults to the weight 
requirement on the RideSafer® Travel Vest.

Using with TravelSmarter® Booster Seat

Use of tether is required when using a vehicle lap belt only and recommended with lap and shoulder belt.
The tether hook on the tether that is provided with this child restraint is marked with a tether symbol, 
shown in this figure.
You should look for a corresponding symbol in your vehicle to locate a tether anchor to attach the tether hook.
See your vehicle owner’s manual for more information on the child restraint anchorage system and location of
the tether anchors in your vehicles.

                                                                             Because aircraft seats do not have a tether 
anchor or shoulder belt that are needed for a safe install.

shoulder attachment hooks


